Vacuum steam generators E

p
GV Etna 4000 . |
Standard equipment:
* 5.211.0068 Hose 4m @
© 5.209.0151 Hose 2 m Q
e
24h * 3.753.0085
—
¢ 3.754.0195 -
* 3.754.0005 f=== =y
* 5.209.0126 - ==
® 3.754.0192 I
* 3.754.0109 —
© 3.754.0108 E——
© 3.754.0110 L il
* 6.405.0207 (KR |
© 3.754.0194 I
*3.754.0215 —_——
* 3.754.0196 [=——
‘Yﬁg Waitch the video on youtube:
Equipped with: www.youtube.com/lavorpro gy —
® Stainless steel body AISI 304 e Ready steam warning lamp ® Boiler 3kW S/S ¢ 3.754.0204 '
AlSI 304 - Thickness 25/10 ® Low level water lamp indicator e Boiler is refilled S
continuously ® Switch for using chemicals and detergents mixed with steam e Device
for cleaning hot water mixed with steam ® Washable filter ® Flex hose 4 m ® Recovery @
tank capacity 64 | @ Drain hose system  Steam regulation ® Wheels suitable for S -
use in food processing area ® Blower system available © ON/OFF main switch with ~
indicator lamp ® ON/OFF boiler switch with indicator lamp \_ 4
GV Etna 4000
Code 8.451.0101
Max steam pressure/temperature 7 bar / 165° C
Boiler absorbed power 3000 W / 230V ~ 50Hz (Ph 1)
Vacuum motor absorbed power 1100 W
Column depression/Aiir flow 20.39 kPa / 220 m3/h

Water tank/defergent fank capacity 51/ 51




